


CARACTERISTICAS CHARACTERISTICS

Excelente hemodinamica, resultado do maior orificio Excelente hemodindmica, resultado do maior efetivo.
efetivo. Espessura do pericardio determinado para cada Obtido com uma limpeza minuciosa e remo¢do do excesso
tamanho da valvula; de musculos dos folhetos;

Excelente coaptacéo e simetria dos folhetos devido a Excelente coaptacdo e simetria dos folhetos devido a
criteriosa selecdo de folhetos individuais. criteriosa selecdo de folhetos individuais.

Interface tecido-tecido Fabric-to-fabric interface

Permite apenas contato de tecido bioldgico com as Allows only biological tissue contact with the prosthesis
cuspides da protese; cusps;

Minimiza a possibilidade de abrasdo dos folhetos em Minimizes the possibility of leaflet abrasion in open
posicao aberta. position.

Facil implante Easy implant

« Permite o implante em incisdes menores ou ventriculos * Allows implantation in smaller incisions or small
pequenos; ventricles;

* Baixo perfil; * Low profile;

* Amplo anel de sutura. * Large suture ring.

« Stent flexivel em copolimero; * Flexible copolymer stent;

* Stent revestido em poliéster; * Polyester coated stent;

» Anel de sutura macio produzido em silicone radiopaco. * Soft suture ring made of radiopaque silicone.

TECNOLOGIA EXCLUSIVA
DE TRATAMENTO DE TECIDOS

CLUSIVE TISSUE

WICERAWMENT TECHNOLOGY

TECHNOLOGY
REDUCER
REDUCER REDUCER
Tratamento de calcio mitigante REDUCER REDUCER mitigating calcium treatment

Reducer é um tratamento de tecido desenvolvido Reducer is a tissue treatment developed for calcium
para mitigacdo de calcio, otimizando o cross-link mitigation, optimizing the cross-link during treatment
durante tratamento com solucdo altamente with a highly purified solution, in addition to reducing
purificada, além de reduzir a antigenicidade e o antigenicity and lipid content with the use of ethanol
conteudo lipidico com uso de etanol e surfactante, and surfactant, not subjecting the tissue to fixation
ndo submetendo o tecido a stress de fixacdo (pressao stress (pressure zero) which preserves its structural
zZero) o que preserva sua integridade estrutural. integrity.

ESPECIFICAGOES TECNICAS / TECHNICAL SPECIFICATIONS
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